Eco Saw Chain Lubricant

GROUNDBREAKING INNOVATION

Eco Saw Chain Lubricant is suitable for saw chains in harvesters and chainsaws. The product is environmentally friendly and has excellent lubricating properties, even under cold conditions. The oil-free lubricant is appreciated by its users as it contributes to a significant reduction in pollution and dirt on machines and windows. Eco Saw Chain Lubricant is offered in two different versions:
- a standard edition that is suitable for use all year round
- a winter edition for use in temperatures below +5 °C/41 °F.

PRODUCT BENEFITS

- Keeps machines and windows cleaner
- Fire and anti-corrosion properties
- Suitable in cold weather conditions
- Excellent lubricating properties prevent abnormal wear
- Non-toxic

INSTRUCTIONS

- Make sure to consume existing product before filling the tank with Eco Saw Chain Lubricant. If possible, increase the flow of lubricant during the first day of operation in order to ensure optimal function. Before using the machine/equipment normally, ensure that the lubricant is able to get to the nose sprocket and that the lubricating function is working properly.
- Keep used saw chains and guide bars in a dry area to avoid that the lubricant and its anti-corrosion properties gets washed away.
- Preferably store the lubricant in room temperature to ensure easy refill.
- Do not mix Eco Saw Chain Lubricant with other lubricants.

DATA

<table>
<thead>
<tr>
<th>Property</th>
<th>Standard</th>
<th>Winter Edition</th>
</tr>
</thead>
<tbody>
<tr>
<td>Minimumpour point</td>
<td>-49°C/-56.2°F</td>
<td>-56°C/-68°F</td>
</tr>
<tr>
<td>Nonflammable</td>
<td>ASTM D92</td>
<td>ASTM D92</td>
</tr>
<tr>
<td>Biodegradable</td>
<td>OECD 301A</td>
<td>OECD 301A</td>
</tr>
<tr>
<td>Anticorrosive</td>
<td>ASTM D665</td>
<td>ASTM D665</td>
</tr>
</tbody>
</table>